### Borg Transwarp Prototype

**Dreadnought; Commissioned: 2369**

#### Hull Data

- **Structure:** 75 [315 space][26 space remains]
- **Size/Decks:** 15/350
- **Length/Height/Beam:** 1,200/1,400/4,500 m
- **Complement:** 7,000

#### Tactical Data

- **Particle Beams:** (x5/D) [-30]
- **Penetration:** 7/7/6/0/0
- **Deflector Shield:** FSS-3 (F) [-17]
- **Protection/Threshold:** 18/6

#### Propulsion Data

- **Impulse System:** Borg Impulse Coil (.9c) (EE) [-15]
- **Warp System:**
  - Borg Transwarp Coil (9.9999985 MCU) (F) [-15]

#### Operational Data

- **Atmosphere Capable:** No [0]
- **Cargo Units:** 400 [-50]
- **Cloaking Device:** No [0]
- **Life Support:** Class 4R (EE) [-13]
- **Operations System:** Class 4R (EE) [-13]
- **Sensor System:** Class 5a (+5/+4/+3/+2/+1/EE) [-6]
- **Separation System:** No [0]
- **Shuttlebay:** No [0]
- **Shuttlecraft:** N/A [0]
- **Tractor Beams:** 5 fv, 5 fd, 5 av, 5 ad [-19]
- **Transporters:** 30 standard, 30 emergency, 30 cargo [-69]

#### Miscellaneous Data

- **Maneuver Modifiers:** +4C, +1H, +4T
- **Traits:**
  - Enhanced System (Transwarp x5) [-25]
  - Prototype (Transwarp) [-2]
  - Blind Luck (Transporters) [-5]
  - Battle Scarred (Transporters) [+5]
Mission

The Borg Transwarp Prototype’s primary mission is that of all Borg vessels: Assimilation of biological and technological entities. The secondary mission of the Borg Transwarp Prototype is to field test the assimilation of a new and improved transwarp drive.

Features

The Borg Transwarp Prototype is equipped with standard Borg particle beam weaponry and regenerative shield grid. This makes the Prototype significantly more powerful than the largest warships of most species of the late 24th century.

The Prototype features an experimental transwarp drive that allows the ship to achieve speeds in excess of 240,000,000 c, allowing the ship to cross 60 light-years in as little as 8 seconds.

Background

The Borg Collective assimilated transwarp technology from an unknown species (some Federation scientists believe it may have been the Voth) and incorporated the system into a prototype designed specifically to test the feasibility of the drive. Fortunately for the rest of the galaxy, the drones manning the prototype were disconnected from the Collective and the ship was destroyed before its workings could be disseminated to the rest of the Borg hive mind.

Ships in Service

<table>
<thead>
<tr>
<th>Name</th>
<th>Registry</th>
<th>Notes</th>
</tr>
</thead>
<tbody>
<tr>
<td>Transwarp Prototype 001</td>
<td>Transwarp Prototype 001</td>
<td>Disconnected from Borg hive mind and destroyed by solar flare (2370).</td>
</tr>
</tbody>
</table>
The Borg Transwarp Prototype engages the Enterprise-D.